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Resilient seated full bore gate 
valves
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Technimex is an international supplier of products needed for urban 
infrastructure such as water-, sewage-, and gas distribution.

Technimex is privately owned and has its headquarter in Ugchelen, 
the Netherlands.

Introduction
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Main specification

Resilient seated full bore gate valves

Connections: 

Application: 

Nominal Diameter:

Pressure:

Material body & bonnet: 

Wedges:

Stem:

Stem nuts:

Spindle bearing:

Sealing ring: 

Face-to-face dimension: 

Corrosion protection: 

Certification:

Installation:

Gear box with or without 

position indicator: 

Means of operation: 

Bypass:

Flanges according to EN 1092-1 PN10 or PN16

Drinking and sewage water

From DN 500 to DN 1200

DN 500-600: PN10 / P N16

DN 700-1200: PN10, flange drilling PN16 available

GGG40/50 according to DIN 1693

Fully vulcanised EPDM-rubber, NBR on request

AISI 316

Casted Bronze

Casted Bronze

EPDM or NBR

DIN 3202 F4, F5

Blue Epoxy coating min 250 micron RAL 5010

KIWA (partial)

Any position, above and underground

Bi-directional flow

Self-braking

Open and close limit stops

Water tight

Set for underground installation

Hand wheel or stem cap

motorized drive

On request

Stem nut replaceable
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Delivery program PN10, Length F4

DN L D D1 D2 b A x B H1 H K Weight in Kg

500 350 670 630 582 26,5 766 x 363 1048 1398 1255 500
600 390 760 725 682 30 868 x 408 1208 1588 1455 690
700 430 895 840 797 32,5 1038 x 413 1390 1750 1655 790
800 470 1015 950 904 35 1182 x 471 1594 1958 1912 1400
900 510 1115 1050 1004 37,5 1342 x 612 1594 1958 1961 1520
1000 550 1230 1160 1111 40 1492 x 678 1860 2285 2251 2300
1200 630 1455 1380 1329 45 1698 x 700 2270 2695 2518 4500

all measurements in mm

Nominal Pressure in PN 10

Test presure in PN Intensity 15

Sealing (hydraulic test) 11

Sealing (air test) 6

Applicable medium Water, sewage

Working temperature in °C < 80°C

Main Performance Specification

Main Accessory Material

Body GGG 50 ductile iron 

Cover GGG 50 ductile iron

Wedge Ductile iron + NBR/
EPDM

Stem AISI 316

Stem nuts Cast bronze

Stop bearing Cast bronze

Sealing ring NBR/EPDM
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Delivery program PN10, Length F5

DN L D D1 D2 b A x B H1 H K Weight in Kg

500 700 670 630 582 26,5 705 x 363 1048 1398 1255 620
600 800 760 725 682 30 868 x 408 1208 1588 1455 870
700 900 855 865 797 32,5 1038 x 413 1390 1750 1655 1170
800 1000 1015 950 904 35 1182 x 471 1594 1958 1912 1750
900 1100 1115 1050 1004 37,5 1342 x 612 1594 1958 1981 1870
1000 1200 1230 1150 1111 40 1492 x 678 1800 2265 2251 3200
1200 1400 1455 1380 1329 45 1898 x 700 2270 2695 2510 5900

all measurements in mm

Nominal Pressure in PN 10

Test presure in PN Intensity 15

Sealing (hydraulic test) 11

Sealing (air test) 6

Applicable medium Water, sewage

Working temperature in °C < 80°C

Main Performance Specification

Main Accessory Material

Body GGG 50 ductile iron 

Cover GGG 50 ductile iron

Wedge Ductile iron + NBR/
EPDM

Stem AISI 316

Stem nuts Cast bronze

Stop bearing Cast bronze

Sealing ring NBR/EPDM
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Contact information

Technimex International BV
De Oude Klarenbeek 5 
7339EZ  Ugchelen	 Netherlands 
Tel	 +31 55 5349664 
Fax	 +31 55 5342682
Email	 info@technimex.com
www.technimex.com

Product range
Technimex supplies a full range of products for water-, sewage and gas infrastructure and for in-
dustrial application. Our product range encompasses:

Butterfly valves Double eccentric and double flanged valves

Concentric valves (mono/double flanged, wafer and lug)

Non return valves Check valves

Check valves with hydraulic lever and weight

Slanted check valves

Silent check valves

Ball check valves

Water check valves

Knife gate valves Resilient seated valves

Gate valves Resilient seated valves

Needle valves Stainless steel piston from DN200 - DN1200

Penstocks Stainless steel welded from DN150 - DN4000

Fire hydrants Underground and above ground

Above ground UL/FM approved

Fittings Flanged from DN50 - DN1800 in GGG40/50, epoxy 
coated 

Tyton fittings from DN80 - DN1200 in GGG40/50, epoxy 
coated

PVC/PE fittings from DN50 - DN300 in GG40/50, epoxy 
coated

Dismantling joints F3 and F4 type in GGG 40/50, DN50 - DN1400, epoxy 
coated

F3 and F4 type in special steel/stainless steel welded,    
epoxy coated, DN50 - DN1400

Air valves For potable water and sewage

Automatic valves Hydraulic controlled pressure control valves

Accessories Extension spindles

Pipe couplings

Reducer flanges and flange adaptors

Stainless steel repair clamps


