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Technimex is an international supplier of products needed for urban 

infrastructure such as water-, sewage-, and gas distribution.

Technimex is privately owned and has its headquarter in Ugchelen, 
the Netherlands.
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Product information

Bi-directional

Technical properties

Body:

Knife:

Shaft:

Seat:

Bolts:

Body coating:

Flange connection:

Operation:

Working pressure:

Test standard:

Certificate:

Leak tight  in both flow directions with the same pressure 

2 piece body with rising and non rising spindle

GGG40-50 Ductile Cast Iron, AISI316/AISI 304 

AISI 304 / 1.4301 Stainless steel, AISI 316/1.4401 stainless steel

AISI 420 / 1.4021 Stainless steel 

EPDM/NBR

8.8 Electro Galvanized, AISI304

Electrostatic Epoxy Coated ( 250 microns)

PN 10

Hand wheel, pneumatic, electric and hydraulic

DN50 - DN300 = 8 bar, DN350 - DN800 = 6 bar

EN 12266-1

EN 10204 3.1

Type 7300

Bi-directional knife gate valve 
type 7300

P.NO PART NAME MATERIAL

1 Sledge body GGG 40-50, AISI 304, AISI 316

2 Seat EPDM, NBR

3 Knife AISI 304, AISI 316

4 Gland seat EPDM, NBR

5 Cover body GGG 40-50, AISI 304, AISI 316

6 Bolt 8.8, AISI 304

7 Gland delrin DELRIN, PE

8 Gland GGG 50

9 Stud 8.8, AISI 304

10 Washer St 37, AISI 304

11 Nut 6.8, AISI 304

12 Move screw AISI 420

13 Pin AISI 420

14 Split pin Spring Steel

15 Hive Bronze

16 Bridge St 37

17 Washer St 37, AISI 304

18 Bolt 8.8, AISI 304

19 Washer Bronze

20 Key AISI 1045

21 Handwheel St 37

22 Nut AISI 1050

6

5

2

1

3

4

7

8

9

10

11

21

22

19

19

22

16

20

15

12

14

13

17

18

Uni-directional

Technical properties

Body:

Knife:

Shaft:

Seat:

Bolts:

Body coating:

Flange connection:

Operation:

Working pressure:

Test standard:

Certificate:

Leak tight  in 1 flow direction other flow direction leak tight but with lower 

pressure, mono-block body with rising and non rising spindle	

GG-25 Cast Iron, GGG40-50 Ductile Iron, AISI 304, AISI 316

AISI 304 / 1.4301 Stainless Steel, AISI 316/1.4401 Stainless Steel

AISI 420 / 1.4021 Stainless Steel, AISI 316/1.4401, AISI 304/1.4301

EPDM

8.8 Electro Galvanized, AISI 304

Electrostatic Epoxy Coated (250 microns)

PN 10

Hand wheel, pneumatic, electric and hydraulic

DN50 - DN125 = 10 bar, DN150 = 8 bar, DN200 = 7 bar, DN250 - 

DN300 = 5 bar, DN350 - DN400 = 4 bar, DN 450 - DN800 = 3 bar

EN 12266-1

EN 10204 3.1

Type 7400



6 7

www.technimex.com www.technimex.com

 	

P.NO PART NAME MATERIAL

1 Body GG 25, GGG 40-50, AISI 304, AISI 316

2 Seat EPDM

3 Retaining Ring St 37, AISI 304, AISI 316

4 Knife AISI 304, AISI 316

5 Packing Grafitli, PTFE

6 Gland GG 25, GGG 40-50, AISI 304, AISI 316

7 Stud 6.8 - 8.8 Electro Galvenized Coated AISI 304

8 Washer St 37, AISI 304

9 Nut 6.8, AISI 304

10 Move Screw AISI 304, AISI 316, AISI 420

11 Bolt 8.8, AISI 304

12 Hive Bronze

13 Mid Piece Polyamid

14 Bridge St 37, AISI 316, AISI 304

15 Washer St 37, AISI 304

16 Bolt 8.8, AISI 304

17 Washer Bronze

18 Handwheel GG 25, GGG 40-50

19 Protection Pipe St 37

20 Fuse PVC

20

19

14

15

16

13

12

10

11

41

3

2

5

6

7

8

9

17

18

Uni- directional knife gate valve
type 7400

Bi-directional knife gate valve 
type 7300

DN A3 B B1 ØDD Ød4 F PN 10

Øk Ød D n

50 83 115 195 315 94 43 125 19 M16 4

65 93 120 225 315 1185 46 145 19 M16 4

80 100 142 245 315 132 46 160 19 M16 8

100 113 145 270 315 156 52 180 19 M16 8

125 125 152 305 315 184 56 210 19 M16 8

150 145 178 390 315 211 56 240 23 M20 8

200 174 228 485 400 268 60 295 23 M20 8

250 200 246 520 400 319 68 350 23 M20 12

300 228 302 560 550 370 78 400 23 M20 12

350 253 350 650 550 429 92 460 23 M20 16

400 283 370 750 700 482 102 515 28 M24 16

450 308 500 850 700 530 114 565 28 M24 20

500 335 464 960 700 582 127 620 28 M24 20

600 390 650 1070 700 682 154 725 31 M27 20

700 450 645 1085 800 800 165 840 31 M27 24

800 510 750 1162 800 890 190 950 34 M30 24

1000 625 950 1600 1000 1112 216 1160 36 M33 28

1200 730 1200 2100 1000 1328 254 1380 40 M36 32

1400 840 1300 2400 1200 1530 279 1590 44 M 39 36

A-A CROSS-SECTION

Ø DD

B B

B-B

Ø k

B
1

B
A

3

Ø DN
Ø

d4

Ø dxn

D

F
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Electric actuator selection for type 7300 & 7400

Pneumatic cylinder for type 7400 only Pneumatic cylinder for type 7300 bi-drectional

DN AUMA type

50 SA 07.2

65 SA 07.2

80 SA 07.2

100 SA 07.2

125 SA 07.2

150 SA 07.6

200 SA 07.6

250 SA 10.2

300 SA 10.2

350 SA 10.2

400 SA 10.2

450 SA 14.2

500 SA 14.2

600 SA 14.2

DN Pneumatic cylinder 

dimensions

50 ø 80 x 60 mm

65 ø 80 x 60 mm

80 ø 80 x 95  mm

100 ø100 x 115 mm

125 ø125 x 140 mm

150 ø125 x 165 mm

200 ø160 x 220 mm

250 ø200 x 280 mm

300 ø200 x 350 mm

350 ø250 x 380 mm

400 ø250 x 426 mm

450 ø320 x 626 mm

500 ø320 x 630 mm

600 ø320 x 630 mm

DN PNEUMATIC CYLINDER 

DIMENSIONS

50 Ø 80 x 50

65 Ø 80 x 65

80 Ø 80 x 80

100 Ø 100 x 100

125 Ø 125 x 125

150 Ø 160 x 150

200 Ø 160 x 200

250 Ø 200 x 250

300 Ø 200 x 300

350 Ø 250 x 350

400 Ø 250 x 400

500 Ø 320 x 500

600 Not suitable

Uni- directional knife gate valve
type 7400

Ød x n

D

ØK

ØDD

A
3

B
B
1

Ø
d4 Ø

D
N

F

DN A3 B B1 Ø DD Ø d4 F PN 10

Ø k Ø d D n

50 60 110 255 235 104 43 125 19 M 16 4

65 70 120 300 235 118 46 145 19 M 16 4

80 94 130 320 235 132 50 160 19 M 16 8

100 103 140 400 235 156 52 180 19 M 16 8

125 117 160 423 235 184 56 210 19 M 16 8

150 133 195 473 235 211 56 240 23 M 20 8

200 165 230 626 310 268 60 295 23 M 20 8

250 196 265 713 310 319 68 350 23 M 20 12

300 226 300 835 310 370 78 400 23 M 20 12

350 260 350 930 310 429 78 460 23 M 20 16

400 285 420 1080 400 482 110 515 28 M 24 16

500 359 495 1296 600 582 127 620 28 M 24 20

600 422 595 1500 600 682 154 725 31 M 27 20

700 452 750 1630 600 790 165 840 31 M 27 24

800 530 920 1882 600 900 190 950 34 M 30 24
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stem square cap

position indicator 
(electric/mechanical)

 telescopic spindle extension 
till 6 meter- vertical

 telescopic spindle extension 
till 6 meter- vertical

 telescopic spindle extension  telescopic spindle extension  telescopic spindle extension 

telescopic spindle extension 
from 6 meter- vertical

telescopic spindle extension 
from 6 meter- vertical

 telescopic spindle extension with universal 
ball point from 6 meter – verticaltelescopic spindle extension 

with universal ball point till 6 
meter – vertical

telescopic spindle extension 
with universal ball point

telescopic spindle extension 
with universal ball point

wall bearing adjustable

wall bearing adjustablewall bearing adjustable

wall bearing adjustable wall bearing adjustable

coupling sleeve

 penstocks

butter�y valve valve knife gate valve

street cap with slab 
bearing in chamber cover wall bracket adjustable

wall bracket wall bracket wall bracket wall bracket

position indicator 
(electric/mechanical)

position indicator 
(electric/mechanical)

bracket head stock, 
projecting adjustable

bracket head stock, 
central

stem square cap stem square cap stem square cap stem square cap

 actuator bearing

 actuator bearing

slab bearing slab bearing slab bearing slab bearing

 actuator bearing  actuator bearing  actuator bearing

electric ectuator

handwheel handwheel

electric ectuator

Actuation Approvals

ISO 9001

CE

ACS

WRAS

GSK

ATEX

GOST

ISO 14001

OHSAS 18001

on the manufacturing process

by Bureau Veritas, B and C1 module

drinking water certificate

rubber approval (currently pending)

on the Akzo Nobel powder coating

by Ineres France

on all butterfly valves, check valves and knife gate 

valves

environmental management system

occupational health and safety management sys-

tem
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Contact information

Technimex International BV
De Oude Klarenbeek 5 
7339EZ  Ugchelen	 Netherlands 
Tel	 +31 55 5349664 
Fax	 +31 55 5342682
Email	 info@technimex.com
www.technimex.com

Product range
Technimex supplies a full range of products for water-, sewage and gas infrastructure and for in-

dustrial application. Our product range encompasses:

Butterfly valves Double eccentric and double flanged valves

Concentric valves (mono/double flanged, wafer and lug)

Non return valves Check valves

Check valves with hydraulic lever and weight

Slanted check valves

Silent check valves

Ball check valves

Water check valves

Knife gate valves Resilient seated valves

Gate valves Resilient seated valves

Needle valves Stainless steel piston from DN200 - DN1200

Penstocks Stainless steel welded from DN150 - DN4000

Fire hydrants Underground and above ground

Above ground UL/FM approved

Fittings Flanged from DN50 - DN1800 in GGG40/50, epoxy 

coated 

Tyton fittings from DN80 - DN1200 in GGG40/50, epoxy 

coated

PVC/PE fittings from DN50 - DN300 in GG40/50, epoxy 

coated

Dismantling joints F3 and F4 type in GGG 40/50, DN50 - DN1400, epoxy 

coated

F3 and F4 type in special steel/stainless steel welded,    

epoxy coated, DN50 - DN1400

Air valves For potable water and sewage

Automatic valves Hydraulic controlled pressure control valves

Accessories Extension spindles

Pipe couplings

Reducer flanges and flange adaptors

Stainless steel repair clamps


