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Technimex is an international supplier of products needed for urban 

infrastructure such as water-, sewage-, and gas distribution.

Technimex is privately owned and has its headquarter in Ugchelen, 
the Netherlands.
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Product information

Type 4010 & 4010HD				  

Type 4010, with lever and weight			     

Type 4010 HD, with lever and weight + hydraulic damper

Type 4020, slanted seat with/without damper

Product information type 4020

Type 4600, silent check valve

Product information type 4600

Type 4300, wafer check valve			 

Product information type 4300
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 	Product information

Type

Body

Disc

Shaft

Retaining ring

Internal bolts	

External bolts

Bearing

Body seat

Disc seat

Face to Face	

Range	

Flange connection

Flange standard

Test standard	

Body test pressure

Disc test pressure

Body & Disc coating	

Operation

Versions

Certificate

Marking

:

4010 & 4010HD

GGG 40 or 50 ductile iron

GGG 40 or 50 ductile iron, upon request bronze

1.4021 or different upon request

ST37 carbon steel, upon request stainless steel

SUS 304 

8.8 electro galvanized, stainless steel upon request

Bronze

NiCr stainless steel welded overlay finish, micro 

finished

EPDM for potable water, upon request different 

materials possible

EN 558 1/14(F4) 

DN150 – DN2000

PN10, 16,25, 40

EN 1092-2

EN 12266-1

PNX1,5 bar

PNX1,1 bar

Electro static Epoxy Akzo Nobel RAL 5005 or Jotun 

RAL 5010, 250 microns till DN1200 from DN1400 

wet epoxy coating

Counterweight ( and hydraulic damper with two 

speed dash pot) 

all kinds incl. rubberized for e.g. desalination plants

EN 10204 3.1 with each delivered valve

CE

Non return valve type 4010(HD)with lever and weight (and hydraulic damper)

Type 4010

Non return valve with lever and weight PN10/PN16

Ø
D

2

Klepe Siti

AISI 316 KAYNAK
ÝLE DOLDURULMUÞTUR

Ø
k

H

A2 A3

A
A

Ø
D

nx
Ø

d

F

b

Disc Seat

Stainless Steel
With Welding

PN - 10  Flange PN - 16 Flange BODY WEIGHT       

DN b ØD ØD2 Ød Øk n b ØD ØD2 Ød Øk n AA A2 A3 F H

150 19 285 150 22 240 8 19 285 150 22 240 8 190 200 203 210 158 37

200 20 361 200 23 295 8 20 361 200 23 295 12 230 230 220 230 190 56

250 22 395 250 23 350 12 22 405 250 28 355 12 230 290 302 250 220 82

300 24.5 445 300 22 400 12 24.5 460 300 28 410 12 330 340 314 270 250 92

350 24.5 505 350 23 460 16 26.5 505 350 28 470 16 350 370 345 290 280 122

400 24.5 565 400 26 515 16 28 580 400 30 525 16 350 430 374 310 302 160

450 25.5 615 450 26 565 20 30 640 450 30 585 20 450 450 422 330 330 276

500 26.5 670 500 26 620 20 31.5 715 500 33 650 20 395 515 456 350 380 345

600 30 780 600 30 725 20 36 840 600 36 770 20 395 590 549 390 458 500

700 32.5 895 700 30 840 24 39.5 910 700 36 840 24 570 660 579 430 460 635

800 35 1015 800 33 950 24 43 1025 800 40 950 24 590 715 685 470 525 1020

900 37.5 1115 900 33 1050 28 46.5 1125 900 39 1050 28 615 750 723 510 570 1170

1000 40 1230 1000 36 1160 28 50 1255 1000 42 1170 28 1000 825 793 550 650 1410

1200 45 1455 1200 40 1380 32 57 1485 1200 49 1390 32 1030 1025 1010 630 1044 2100

1400 46 1675 1400 43 1590 36 60 1685 1400 49 1590 36 1080 1180 1160 710 1220 2900

1600 49 1915 1600 49 1820 40 65 1930 1600 56 1820 40 1110 1310 1300 790 1280 3700

2000 55 2325 2000 49 2230 48 75 2345 2000 62 2230 48 1176 1610 1600 950 1586 4500
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Type 4010HD

Non return valve with lever and weight  +  hydraulic damper

L1

L

b

FØ k

A B

H

DØdxn

PN-10 PN-16 BODY

DN b Ø D Ø d Ø k n b Ø D Ø d Ø k n A B L1 H F L

150 19 285 23 240 8 19 285 23 240 8 304 300 168 188 210 746

200 20 340 23 295 8 20 340 23 295 12 341,5 247,5 275 230 230 774

250 22 395 23 350 12 22 405 28 355 12 354,5 354 242,5 270 250 857

300 24,5 445 23 400 12 24,5 460 28 410 12 391 390 310 325 270 906

350 24,5 505 23 460 16 26,5 520 28 470 16 428,5 428 326 391 290 940

400 24,5 565 28 515 16 28 580 31 525 16 462 462 200 362 310 778,5

500 26,5 670 28 620 20 31,5 715 34 650 20 536,5 539,5 410 506 350 1346

600 30 780 31 725 20 36 840 37 770 20 672 671 534 608 390 1460

700 32,5 895 31 840 24 39,5 910 37 840 24 749 747 510 650 430 1575

800 35 1015 34 950 24 43 1025 41 950 24 839 833 540 720 470 1748

900 37,5 1115 34 1050 28 46,5 1125 41 1050 28 813 812 575 692,5 510 1462

1000 40 1230 37 1160 28 50 1255 44 1170 28 963 963 761 875 550 1892

Type 4020

Slanted seat non return valve with hydraulic damper

PN - 10  Flange PN - 16 Flange BODY WEIGHT (kg)

DN b ØD ØD2 Ød Øk n b ØD ØD2 Ød Øk n L F

200 20 340 200 23 295 8 20 340 200 23 295 12 324 230 38

250 22 395 250 23 350 12 22 405 250 28 355 12 388 250 61

300 24.5 445 300 23 400 12 24.5 460 300 28 410 12 420 270 91

350 24.5 505 350 23 460 16 26.5 520 350 28 470 16 490 290 122

400 24.5 565 400 28 515 16 28 580 400 31 525 16 578 310 142

450 25.5 615 450 28 565 20 30 640 450 31 585 20 624 330 205

500 26.5 670 500 28 620 20 31.5 715 500 34 650 20 677 350 250

600 30 780 600 31 725 20 36 840 600 37 770 20 828 390 395

700 32.5 895 700 31 840 24 39.5 910 700 37 840 24 890 430 525

800 35 1015 800 34 950 24 43 1025 800 40 950 24 920 470 715

900 37.5 1115 900 34 1050 28 46.5 1125 900 40 1050 28 1200 510 793

1000 40 1230 1000 37 1160 28 50 1255 1000 43 1170 28 1320 550 1425
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 	Product information

Type

Body

Disc

Shaft

Retaining ring

Internal bolts

Bearing

Body seat

Disc seat

Face to Face

Range	

Flange connection

Flange standard

Test standard	

Body test pressure

Disc test pressure

Body & Disc coating

Operation

Versions

Certificate

Marking

4020

GGG 40 or 50 ductile iron

GGG 40 or 50 ductile iron, upon request bronze

1.4021 or different upon request

ST37 carbon steel, upon request stainless steel

SUS 304 

Bronze

AISI 316 L, NiCr stainless steel welded overlay fin-

ish, micro finished

EPDM for potable water, upon request different 

materials possible

EN 558 1/14(F4) 

DN200 – DN1000

PN10

EN 1092-2

EN 12266-1

PNX1,5 bar

PNX1,1 bar

Electro static Epoxy Akzo Nobel RAL 5005 or Jo-

tun RAL 5010, 250 microns 

Disc with or without internal damper 

all kinds upon request 

EN 10204 3.1 with each delivered valve

CE

Slanted seat check valve type 4020  with or without internal damper

Type 4600

Silent check valve

PN 10 PN 16 BODY

DN b ØD Ød Øk n b ØD Ød Øk n F-F

125 19 250 19 210 8 19 250 19 210 8 200

150 19 285 23 240 8 19 285 23 240 8 225

200 20 340 23 295 8 20 340 23 295 12 275

250 22 395 23 350 12 22 405 28 355 12 325

300 24,5 445 23 400 12 24,5 460 28 410 12 375

350 24,5 505 23 460 16 26,5 520 28 470 16 425

400 24,5 565 28 515 16 28 580 31 525 16 475

450 25,5 615 28 565 20 30 640 31 585 20 500

500 26,5 670 28 620 20 31,5 715 34 650 20 550

600 30 780 31 725 20 36 840 37 770 20 600

700 32,5 895 31 840 24 39,5 910 37 840 24 650

800 35 1015 34 950 24 43 1025 40 950 24 700
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 	Type 4600

Silent check valve type 4600  

P.NO PART NAME MATERIAL

1 Body GGG 50

1A Body seat Stainless Steel With Welding

2 Disc GGG 50

3 Seat EPDM

4 Retaining ring St 37

5 O-ring NBR

6 Setscrew A2

7 Bolt A2

8 Difuzor GGG 50

9 Bolt A2

10 Setscrew A2

11 Bushing Bronze

12 Spring Stainless Steel

13 Shaft 1.4021

14 Washer Ç 1050

15 O-ring NBR

16 Nut Ç 1050

17 Eye bolt A 105

Type 4310

Wafer check valve

Ø 25 - 600

ø
D

2

ø
d

4

G

Ø 250 - 900

F

Ø
D

2

Ø
d

4

G

AV
AV

DN DN

TiP DN ØD2 F G Ød 4

PN 6 PN 10 PN 16 PN 25 CL 150

4310

25 10 16,4 17 64 71 71 71 63

32 16,1 16,4 25 76 82 82 82 73

40 20 16,4 30 86 92 92 92 82

50 30 16,4 41 96 107 107 107 101

65 38 16,4 51 116 127 127 127 120

80 52 18,4 62 132 142 142 142 133

100 70 18,4 91 152 162 162 168 171

125 87 22,4 105 182 192 192 194 193

150 110 22,4 128 207 218 218 224 218

200 154 22,4 172 262 273 273 284 273

4310-4311

250 190 32,4 213 317 328 329 340 335

300 236 40,4 263,2 373 378 384 400 405

350 270 39 258 423 438 444 457 -

400 310 44 338 473 489 495 514 -

450 360 44 331 526 539 555 562 -

500 405 56 368 578 594 617 624 -

600 485 70 531 679 695 734 731 -

700 540 78 543 781 810 802 831 -

800 630 100 600 888 915 909 940 -

900 640 100 690 988 1015 1009 1040 -
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 	Product information

4300 wafer type check valve

DN25 – DN600 DN250 – DN900

P.NO PART NAME MATERIAL

1 Body C 45 / St 37 - AISI 316 - Al-Bz

2 Disc C 45 / St 37 - AISI 316 

3 O-Ring EPDM - Nitril - Viton

4 Bushing AISI 304

5 Pin AISI 304

6 Washer AISI 304

7 Bolt A-2

8 Hook bolt C 45

P.NO PART NAME MATERIAL

1 Body AISI 316, C 45 / St 37, Al Bz

2 Disc C 45 / St 37 Elastomer Coated, 

AISI 316

3 Bushing AISI 316, AISI 304

4 Washer AISI 316, AISI 304

5 Bolt A2

6 Hook bolt C 45
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Contact information
Technimex International BV
De Oude Klarenbeek 5 
7339EZ  Ugchelen	 Netherlands 
Tel	 +31 55 5349664 
Fax	 +31 55 5342682
Email	 info@technimex.com
www.technimex.com

Gate valves

Fire hydrants

Butterfly valves

Non return valves

Air valves

Automatic valves

Penstocks

EN545 fittings

Fittings

Dismantling joints

Accessories

Resilient seated, Metal seated, Knife gate valves			 

Underground and above ground, UL/FM approved above ground

Double eccentric,  flanged, Centric, flanged, wafer and lug

Swing check valve, Swing check valve with  lever and weight,

Slanted seat, Silent check valve, Water check valves

For potable water and sewage

Hydraulic controlled pressure control valves,

Plunger/needle  valves, Float valves

Stainless steel welded from DN150 – DN4000 

Flanged from DN50 – DN1800 in GGG40 -50, epoxy coated 

Tyton fittings from DN80 – DN1200 in GGG40 – 50, epoxy coated

Hatchbox, TT and T with vertical outlet,

PE/PVC GGG40-50 fittings epoxy coated

F3 type, DN50 –DN1400, with GGG 40 -50 body, epoxy coated

F3, F4 type and special, steel welded epoxy coated  and stainless 

steel welded

Extension spindles, Pipe couplings and flange adaptors,

Stainless steel repair clamps

Product range
Technimex supplies a full range of products for water-, sewage and gas infrastructure and for in-

dustrial application. Our product range 

encompasses:


